
•	Integrated	0-10V	dimming	
available

•	High	efficiency	–	over	90%	
efficient

•	Non-Class	2	output

•	Low	harmonic	distortion

•	Universal	input	voltage	range		
120-277V	AC

•	Suitable	for	use	with	occupancy	
sensors

•	Long	life:	50,000	hours	when	
case	temperature	is	maintained	
below	75°C

OPTOTRONIC Constant Current High Efficiency Series power supplies are 
electronically stabilized and specially developed to operate constant 
current LED modules in non-Class 2 circuits. The available integrated 
dimming capabilities make these supplies suitable for use with 
occupancy sensors and 0-10V type controllers.  

OPTOTRONIC power supplies are protected against short circuit and 
overheating conditions. 

ECS126R3   8-12

  Output 
Ordering Abbreviation Wattage Output Current Dimmable
OTHE40W/350C/UNV/DIM/J 40 350 Yes (0-10V)
OTHE40W/350C/UNV/J 40 350 No

Note: LED power supplies are compatible with constant current LED modules with  
non-Class 2 Circuits.

OPTOTRONIC®  
Dimmable Constant Current LED Power Supplies 
High Efficiency Series 

www.sylvania.com/OPTOTRONIC

Key Features & Benefits

Product Offering

Applications

• Conference rooms
• Daylight harvesting
• Energy management
• Load shedding
• Occupancy sensors
• Offices of all sizes

Application Information

Specifications and Certifications

        UL8750/1012 Recognized for the US and Canada  
non-Class 2 Unit (UL file # E320395)

FCC Part 18 non-consumer (Class A)



Ordering Information

Item  Ordering Output Output Voltage Dimming Dimming Dimming 
Number Abbreviation Current (mA) Range (VDC) Control Range Mode
51641 OTHE40W/350C/UNV/DIM/J 350 +/-5% 71-115 0-10V 10-100% PWM
51596 OTHE40W/350C/UNV/J 350 +/-5% 90-115

 OTHE 40W / 350 / UNV / DIM / J

 OPTOTRONIC®  Output  Output Current   Input Voltage  0-10V  J Style 
 High Efficiency Series Wattage  mA   (120-277V)  Dimmable  Housing

Ordering Guide

Electrical Specifications

 Maximum Nominal Maximum    
 Output Input Input     
 Power Voltage Current Power  Line  Environmental  UL  
 (W) (VAC) (A) Factor THD Transient Efficiency Rating File #
   0.39 @ 120V   ANSI C62.41 Cat.B  40W 120-277V AC 50/60 Hz 0.16 @ 277V >0.9 <20% (100KHz, 500A Ring Wave) 90% Typical Damp E320395

Minimum and Maximum Ratings

Parameter Values
Input Voltage Range 110-305V AC

Maximum Case Temperature (Tc point) 75°C (167°F)

Operating Temperature -25°C to 50°C

Catalog #  Type

Project

Comments

Prepared by  Date

Specification Data



OSRAM is a registered trademark of OSRAM AG.
SEE THE WORLD IN A NEW LIGHT is a registered trademark of OSRAM SYLVANIA Inc. 
OPTOTRONIC is a registered trademark of OSRAM AG. 
Specifications subject to change without notice.

OPTOTRONIC® LED power supply products 
are covered by our LED Module, 
OPTOTRONIC Power Supply or Control 
warranty. For additional details, refer to the 
latest version of the warranty (LED089) 
available at www.osram.com.

WarrantyAssembly Diagram

Packaging: 
Quantity: 18 pieces/carton
Weight:  0.736 lbs each (approx.)  

13.248 lbs/carton
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United States
OSRAM SYLVANIA  
100 Endicott Street 
Danvers, MA 01923
1-800-LIGHTBULB
Trade
Phone: 800-255-5042
Fax: 800-255-5043
National Accounts
Phone: 800-562-4671
Fax: 800-562-4674
OEM/Special Markets
Phone: 800-762-7191
Fax: 800-762-7192
Retail
Phone: 800-842-7010
Fax: 800-842-7011
SYLVANIA Lighting Services
Phone: 800-323-0572
Fax: 800-537-0784
Display/Optic
Phone:  888-677-2627
Fax:  855-543-1043

Canada 
OSRAM SYLVANIA LTD.
2001 Drew Road
Mississauga, ON L5S 1S4
1-800-LIGHTBULB
Trade 
Phone: 800-263-2852
Fax: 800-667-6772
OEM/Special Markets/Display/Optic
Phone: 800-265-2852
Fax: 800-667-6772
Retail
Phone: 800-720-2852
Fax: 800-667-6772
SYLVANIA Lighting Services
Phone: 800-663-4268
Fax: 866-239-1278
Mexico
OSRAM MEXICO
Tultitlan/Edo de Mexico
Phone: 011-52-55-58-99-18-50
ENCELIUM Technologies
United States
Phone: 201-928-2400
Fax: 201-928-4028
Canada
Phone: 905-731-7678
Fax:  905-731-1401

www.sylvania.com

Dimensions:
Overall: 4.95" L x 2.93" W x 1.35" H 
Mounting: 4.56"

Wiring: 
Leads only (8" 18AWG)

Item: 
51641

Item: 
51596


