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SPECIFICATION
S-100F-5 S-100F-7.5 S-100F-12 S-100F-15 S-100F-24 S-100F-48MODEL

FREQUENCY RANGE

EFFICIENCY (Typ.)INPUT

SAFETY STANDARDS
VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

5V 7.5V 12V 15V 24V 48V

20A 13.5A 8.5A 6.7A 4.5A 2.2A

100W 101W 102W 100.5W 108W 105.6W

100mVp-p 125mVp-p 125mVp-p 125mVp-p 150mVp-p 150mVp-p

2.0% 1.0% 1.0% 1.0% 1.0% 1.0%

0.5% 0.5% 0.5% 0.5% 0.5% 0.5%

1.0% 0.5% 0.5% 0.5% 0.5% 0.5%

76% 78% 80% 81% 83% 84%

S-100F ser ies

Note.2

Note.3

ENVIRONMENT

SAFETY &

EMC

PROTECTION

As100f-5 As100f-7.5 As100f-12 As100f-15 As100f-24 As100f-48
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Mechanical�Specification

Derating�Curve Static�Characteristics�(24V)

File�Name:S-100F-SPEC���2005-09-13

Case�No.�902�����Unit:mm
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Terminal�Pin.�No Assignment

Pin�No. Pin�No.

2

1 4,5

3

6,7

Assignment Assignment

DC�OUTPUT -V

DC�OUTPUT +V

FG

AC/N

AC/L
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100W�Single�Output�Switching�Power�Supply S-100F ser ies
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A B

PsU

drl

DRL Clip & Bracket

Dimension A: 0.27”
Dimension B: 0.36”


