
Product data sheet
Specifications

InfraStruxure PDU 208V/208V W/
MBP
PD40F6FK1-M

Overview
Presentation Designed to increase flexibility and agility of data center power distribution through a design that does

not require a raised floor.

Lead time Usually Ships within 3 Weeks

Main
Main Input Voltage 208 V 3 phases

Main Output Voltage 120 V
208 V 3 phases

Number of rack unit 0U

Number of cables 1

Provided equipment Installation guide
User manual

Physical
Colour Black

Height 205.7 cm

Width 61 cm

Depth 91.4 cm

Net weight 580 kg

Mounting location Front

Mounting preference No preference

Mounting mode Rack-mounted

Input
Network frequency 60 Hz +/- 3 Hz

Input current limits 155 A

Output
Max current draw 139 A

Number of power socket outlets 1 NEMA L6-30R
1 NEMA L21-20

Efficiency 98 %
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Conformance
Product certifications cUL listed

Standards UL 60950

Environmental
Ambient air temperature for
operation

0…40 °C

Relative humidity 0…95 %

Operating altitude 0...10000 ft

Ambient air temperature for
storage

0…45 °C

Storage Relative Humidity 0…95 %

Storage altitude 0.00…9144.00 m

Packing Units
Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Height 218.4 cm

Package 1 Width 121.9 cm

Package 1 Length 91.4 cm

Package 1 Weight 590 kg

Offer Sustainability
EU RoHS Directive Under investigation

Contractual warranty
Warranty 1 year repair or replace

Recommended replacement(s)
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